The purpose of North Atlantic Operations Bulletin 2012-026 is to promulgate information concerning a trial of a 5 minute along track longitudinal separation in the Shanwick Oceanic Control Area which commenced 30 March 2011.

A time extension to the trial period by 24 months, or until publication of the new global standards relating to RLongSM, has been agreed.

This original information was promulgated by United Kingdom as AIC: Y 006/2011, which was effective 24 February 2011, and which will be updated with an AIC during the next AIRAC cycle.

For questions concerning AIC Y 006/2011 please contact:
Duty Shanwick ATC Supervisor
Telephone: +44 1294 655141
E-mail: Shanwick.Supervisors@nats.co.uk

NOTICE
NAT Ops Bulletins are used to distribute information on behalf of the North Atlantic Systems Planning Group (NAT SPG). The material contained therein may be developed within the working structure of the NAT SPG or be third party documents posted at the request of a NAT SPG Member State. A printed or electronic copy of this Bulletin, plus any associated documentation, is provided to the recipient as is and without any warranties as to its description, condition, quality, fitness for purpose or functionality and for use by the recipient solely for guidance only. The information published by ICAO in this document is made available without warranty of any kind; the Organization accepts no responsibility or liability whether direct or indirect, as to the currency, accuracy or quality of the information, nor for any consequence of its use. The designations and the presentation of material in this publication do not imply the expression of any opinion whatsoever on the part of ICAO concerning the legal status of any country, territory, city or area of its authorities, or concerning the delimitation of its frontiers or boundaries.

The NAT OPS Bulletin Checklist available on www.paris.icao.int (EUR & NAT Documents, NAT Documents), contains an up to date list of all current NAT Ops Bulletins.

There is no objection to the reproduction of extracts of information contained in this Bulletin if the source is acknowledged.
INTRODUCTION OF A TRIAL OF A 5 MINUTE ALONG TRACK LONGITUDINAL SEPARATION IN THE SHANWICK OCA

COMMENCING 30 MARCH 2011.

1 Introduction

1.1 The current longitudinal separation minimum applied in North Atlantic (NAT) Airspace, for MNPS approved aircraft pairs following the same track, is 15 minutes which may be reduced to 10 minutes using the Mach number technique.

1.2 As part of a programme to improve service provision in NAT Airspace, on 30 March 2011, a trial of a 5 minute, separation minimum will commence, between aircraft which are following the same track, irrespective of whether they are East or Westbound. The application of this minimum is intended to aid the provision of optimum vertical profiles for suitably equipped aircraft, and is based on the use of ADS-C periodic reports which will provide ATC with increased confidence in aircraft position reports and estimates.

2 Qualification to participate in the Trial and subsequent full implementation

2.1 Operators will be required to have an ADS-C contract with Shanwick, possess MNPS approval and utilise CPDLC communications. Only aircraft pairs meeting these requirements will be considered by ATC as candidates for the application of the 5 minute longitudinal separation minimum.

2.2 Operators do not have to apply to be part of the trial. As long as they meet the qualifications detailed above they may be participants in the trial.

3 Safety Considerations

3.1 A full safety evaluation has been completed in order to go ahead with the trial and target levels of safety used to measure risk are comparable with that used for the introduction of RVSM into the NAT, and meet ICAO requirements.

3.2 While the trial will be transparent to participants, pilots should take note of the following:

a. In North Atlantic Airspace, longitudinal separation is maintained by reference to time. A reduction in longitudinal separation has been demonstrated to be safe subject to certain conditions being met. One of these is that the ADS-C reports used to pass position information to ATC are time-stamped using the same reference; that is GPS time. While there is no reason for crews to attempt to alter this time reference, crews need to be made aware of the potential hazard of doing so. Therefore crews must report any failure of GPS, and ensure that the published requirements for time checking before entry into Oceanic airspace are adhered to (see Paragraph 8.2.2. of the NAT Doc 007, Guidance concerning Air Navigation in and above the North Atlantic MNPS Airspace - Edition 2010);

b. Crews must report a failure or malfunction of the aircraft's ADS-C or CPDLC equipment to ATC as soon as it becomes apparent;

c. Crews are required to fly the ATC cleared Mach number. Except in emergency or contingency situation, no alteration to the cleared Mach number is allowable without first having received clearance from ATC;

d. Because the minimum longitudinal separation is 5 minutes, crews can expect to see TCAS returns of aircraft at the same level and on the same track, potentially as close as 40 NM; and

e. There will be no changes to the applicable strategic lateral offset procedure (SLOP) and crews should take appropriate offset action as necessary.

4 Trial Period

4.1 The trial will initially run for 12 months after which time a review will take place and a decision will be made whether to implement a 5 minute longitudinal separation on a permanent, operational basis.